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Equipo de prueba en textiles 



Equipo de prueba en textiles TY 

Horizontal Flammability Tester 
RN001 

Technical Parameters： 

Test Chamber：
381x203x356mm, bottom gas vent diameter: 19mm*10 

Sample fixture：U shape，interior casing：
330mmx50mm 

Sample：356x100mm, thickness no more than 13mm 

Samples: at least 5 pcs 

Burner nozzle： inner diameter 9.5mm 

Burner angle：90° 

Burn flame altitude: 38mm 

Burning time: 15s 

Marker line distance: 254mm 

Burning gases: natural gas，town gas or butane 

Size: 57x26x37cm 

Weight：28Kg 

Power：1∮ AC  220V 50Hz 3A 

Standards: ISO 3795  FMVSS 302 DIN 75200   SAE J36

9 ASTM D5132  

 Foam Indentación Forcé Deflación Tester 
TY-012 

Technical parameters: 

Automatic stop, stroke top and bottom limitation  

Sensing method: Force sensor automatic dispaly  

Load Cell Capacity: 300Kg 

Motor: servo motor control system 

Unit switch: Kg、N、Lb 

Resolution:  1/1000 

Accuracy: 0.5 级(±0.5%) 

Testing stroke: 200mm 

Test speed: 25~380mm/min 

Size of upper compressing plate: diameter 203mm, 

Bottom Border-radius: R1mm 

Lower platform: 420mmx420mm， 

Air hole diameter: 6.5mm, 

Hole center gap: 20mm 

Specimen size : (380+10)mmx(380+10)mmx(50±3)mm 

Volume (WxDxH) 70x42x70cm 

Weight: approx 70kg 

Power: 1∮   AC220V   2.6A 

Standards:  

GB/T10807-89; 

ISO 2439-1980; 

JISK6401; 

ASTM D3574; 

AS 2282.8 Method A-IFD Test. 
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TY 028  Foam Repeated 
Indentation Fatigue Tester 

Detailed Descriptions: 
This tester is used to test the reduction of thickness and hardness values of porous elastic 

material that is used for interior decoration. Put a square specimen into the tester. Sunk into 

the sample repeatedly with a smaller pressure head. Each impact has reach the max load 

within the prescribed scope at the same time. After a certain number, evaluate the 

performance of the sample. 

  

Specifications: 

Test speed:70±5 r/min 

Test number:80 000 times 

Pressure plate upside:diameter:Φ250mm,rounded corners on the edge downside:R25mm 

Platform downside:420mm*420mm,Vent diameter:Φ6,Separation 

distance: 20mm,Stroke:0~50mm 

Sample load:750±20N 

Sample dimension:380±20)mm *(380±20)mm *(50±2)mm 

Count:0~999 999 times  size(WxDxH):  64x52x70cm 

Weigh:≈70Kg     Power:1∮ AC 220V 50Hz 3A 

  

Standards: GB/T 18941, GB/T 12825 and ISO 3385 
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